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東日プロトコルコンバーター

プロトコルコンバーター

東日製品を他のプロトコルで構成されたシステムに

接続するためのプロトコルコンバータ

TPC/TPC2

東日製品の出力フォーマットをナットランナーのプロトコルに変換
３種類の異なるプロトコルに対応、カスタムプロトコルにも対応可能
締付データにタイムスタンプの付加が可能 
バーコードで読取ったVIN(車両識別番号)データを締付履歴データに紐づけが可能
RS232C(シリアル)-Ehternetコンバーター機能

Convert Tohnichi output format to existing protocols in your network
Installed three different Protocol
Add timestamps to the tightening record with the built-in clock 
Integrate tightening history and VIN by connecting a barcode reader
RS232C and Ethernet conversion function

Protocol Converter

Protocol Interface Device

Protocol Converter for providing compatibility of 
Tohnichi interface devices to other protocols

TPC/TPC2

https://www.tohnichi.co.jp/products/detail/294
https://www.tohnichi.co.jp/products/detail/294
https://www.tohnichi.co.jp/products/detail/283
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Protocol Converter

Features

TPC/TPC2
Features

Convert Tohnichi Input/Output Format into a Variety of Protocols

Tohnichi Interface Devices

Serial connection

Tohnichi format

PROTOCOLS:  
1. ATLAS COPCOR ACOP Serial connection
2. ATLAS COPCOR ACOP Socket connection
3. STANLEYR
4. Vacant for custom made protocol

RS232C Port x 2

LAN Port x 1

 Connected up to 2 Interface Devices of Tohnichi products at once.

R-CM Receiver box
Wireless torque wrenches 
systems FHM/FD/FD-
D/FDD-AD

Interchangeable 
module
M-FH: Tightening count pokayoke
M-FD: Data transfer FD/FDD/FDD-AD
M-BL: Solar powered pokayoke

R-BT Receiver 
Bluetooth® communication 
type data transfer torque 
wrenches　

CD5 Display
Display of wired data 
transfer torque wrench-
es CSPLD/CSPLDC

CEM3-BTA/PTA-G-BT
Torque and angle monitoring,
Bluetooth communication
* Need a RS232C-Bluetooth adapter for 
  direct connection.

Ethernet

Convert Tohnichi Format
Nutrunner’s PROTOCOL

Use as Protocol Converter and Serial to Ethernet device

Use as Protocol Converter with Serial Connection

COM1 COM2

Wrench ID
Tohnichi Format

Serial connection

Nutrunner’s
PROTOCOL

Serial connection

Pokayoke Controller

ATLAS COPCO is registered trademark of Atlas Copco Aktiebolag

ACOP and ToolsNet are registered trademark of Atlas Copco Aktiebolag

STANLEY is registered trademark of Stanley Logistics, LLC

To use custom made protocol function, required prior consult

Communication status check command

PROTOCOLS:  
1. ATLAS COPCOR ACOP Serial connection
2. ATLAS COPCOR ACOP Socket connection
3. ATLAS COPCOR ToolsNet
4. Vacant for custom made protocol

特徴

TPC/TPC2

東日製品の入出力フォーマットをさまざまなプロトコルに変換

対応東日機器

RS232C(シリアル)ポー　ト接続

東日フォーマット

プロトコル:  
1. ATLAS COPCO® ACOP シリアル接続
2. ATLAS COPCO® ACOP ソケット接続
3. STANLEY®
4. カスタムプロトコル

RS232Cポートｘ2

LAN ポート x 1

最大2台の東日製品を接続可能。

R-CM 受信機

無線式トルクレンチシステム 

FHM/FD/FDD/FDD-AD

無線モジュール
M-FH: カウント式無線ポカヨケ

M-FD: データ伝送式 

　　　　　FD/FDD/FDD-AD

M-BL: ソーラー発電式ポカヨケ

R-BT 受信機

Bluetooth® 接続式

データ伝送トルクレンチ用

CD5 トルク表示器
有線式データ伝送トルクレ

ンチCSPLD/CSPLDC用

CEM3-BTA/PTA-BT

トルク＆角度監視機能付き

Bluetooth通信対応トルク機器
* TPC/TPC2と直接接続する場合は、

Bluetooth®-RS232C 変換器が必要。

Ethernet

変換された東日フォーマット

ナットランナーのプロトコル

代表的な使用例図 :RS232C( シリアル )-Ethernet 変換とプロトコル変換

使用例図：RS232C( シリアル ) 接続でプロトコル変換

COM1 COM2

RS232C(シリアル)ポート接続

トルクレンチ識別 ID
ナットランナーのプロトコル

RS232C(シリアル)ポート接続

Pokayoke Controller

ATLAS COPCO は Atlas Copco Aktiebolag の登録商標です。

ACOP と ToolsNet は Atlas Copco Aktiebolag の登録商標です。

STANLEYはStanley Logistics, LLCの登録商標です。

Ethernetは、富士フイルムビジネスイノベーション株式会社の日本または

他の国における登録商標です。

カスタムプロトコルのご利用には事前の打合せと見積が必要です。

接続状況確認コマンド

プロトコル: 
1. ATLAS COPCO® ACOP シリアル接続
2. ATLAS COPCO® ACOP ソケット接続
3. ATLAS COPCO® ToolsNet
4. カスタムプロトコル

特徴

トルクレンチ識別 ID
東日フォーマット

プロトコルコンバーター

https://www.tohnichi.co.jp/products/detail/294
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CSPLD/CSPLDC with CD5 display
: Torque Data

Incorporate Time and Vehicle Information with Tightening Record

Other Usage Examples
Serial to Ethernet Device without protocol conversion

Setting Software
Software manages setup, 
version update and custom protocol*.

COM1 COM2

VINTightening Data

Ethernet

Serial connection

Communication status check command
Tightening Data, + VIN and Timestamps

COM1 COM2

Tightening Data
Ethernet

Serial connection

Judgment result (OK/Hi-NG/Lo-NG)

Tohnichi format

Tohnichi format Tohnichi format
Tightening Data

Date and Time

FD/FDD: Torque dataJudgment result

Tightening Data

Vehicle Information Number

Judgment

Judgment

Judgment

Direct connection of CEM3-BTA/PTA-G-BT Bluetooth Tools as backup*

FDD-AD: Torque & Angle data

* Required prior consult for the custom made.

CEM3-BTD: Torque data

Protocol setting IP address setting

Nutrunner’s PROTOCOL

Ethernet

Tohnichi format

Judgment

COM1 COM2
VIN

Defection, shut downCEM3-BTA/PTA-G-BT: Torque & Angle data

eg. Commercial Bluetooth - RS232C receiver

Communication status check command
Nutrunner’s PROTOCOL
Tightening Data, + VIN and Timestamps

Tightening Data

or

CSPLD/CSPLDC + CD5 表示器

: 締付トルクデータ

使用例図 ： 車両識別番号と作業時間を締付け情報に結合

その他の使用例

プロトコル変換せずに RS232C( シリアル )－Ethernet 変換のみ使用

設定ソフト
本体接続設定用ソフトを東日Webサイト

を通じて提供しています。

COM1 COM2

VIN( 車両識別番号 )締付データ

Ethernet

シリアル接続

接続状況確認コマンド

締付データ　+　VIN(車両識別番号)及びタイムスタンプ

COM1 COM2

締付トルクデータ

Ethernet

RS232C(シリアル)ポート接続

判定結果 (OK/Hi-NG/Lo-NG)

東日フォーマット

東日フォーマット 東日フォーマット

締め付けデータ

日付、時間

FD/FDD: 締付トルクデータ判定結果

締付トルクデータ

車両識別番号

判定

判定

判定

東日 Bluetooth 通信対応機器でナットランナーのバックアップ用として接続

FDD-AD: 締付けトルク＆角度データ

* カスタムプロトコルの使用には事前の
   打合せ/見積が必要です。

CEM3-BTD: 締付トルクデータ

プロトコル設定 IPアドレス設定

ナットランナーのプロトコル

Ethernet

東日フォーマット

判定

COM1 COM2
VIN

故障、 シャットダウンCEM3-BTA/PTA-BT: 締付トルク＆角度データ

例：市販のBluetooth 　-RS232C受信機

接続状況確認コマンド

ナットランナーのプロトコル

締め付けデータ + VIN(車両識別番号)情報とタイムスタンプ

締め付けデータ

or
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[mm]

注意

（フリ ーコール受付時間：土・日・祝祭日を除く8：30～17：15）

フリーコー ル ト　ル　 ク ト　ー　ニ　チ

トルクの事 ならお気軽に、 ご相談ください

0120-169-121
URL https://www.tohnichi.co.jp
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寸法図及び仕様表

東日製品の動画を下記のURLにて公開しています。

● 東日製作所製品は改善改良のため、予告なく仕様その他を変更する場合があります。 
● 不許複製。許可無くWebサイトへの掲載を禁止します。
● ©Tohnichi Mfg. Co., Ltd. All Rights Reserved.

https://www.youtube.com/c/TohnichiTV

TPC/TPC2

別売品
ACアダプタ

BA-8W AC100V-240V

コイン型バッテリー CR2032ｘ1 個が内蔵時計用に組込まれています。
カスタムプロトコルを使用する場合は、 事前に東日に相談してください。
カスタムプロトコルのセットアップサポートは有料です。

モデル

Bluetooth　は Bluetooth SIG Inc の登録商標です。
CEM3-BTA および PTA-BT を本機器に直接接続するには、 市販の Bluetooth　-RS232C 変換器が必要です。

モデル

入出力

プロトコル TPC：

プロトコル TPC2：

対応東日製品

電源

本体素材

ディスプレイ

使用温度範囲

質量

TPC / TPC2

LAN x 1, RS232C x 2 

Atlas copco ACOP serial, ACOP socket, STANLEY, カスタム 

Atlas copco ACOP serial, ACOP socket, ToolsNet, カスタム

受信機 : R-CM+M-FH*1/M-FD*2/M-BLA*2/M-BLE*2, R-BT, R-FH256, R-FHD256

トルク機器 : CEM3-BTA*3   PTA-BT*4                表示器 : CD5

DC24V (18V - 36V), 別売の ACアダプタ使用時 AC100V - 240V 

本体 : アルミ      パネル : 樹脂

電源 LED x 1, ステータス LED x 1

0 ~ 40 C

146ｇ

*2 R-CM + M-FD、 M-BLA、 または M-BLE モジュールで Ver1.2 未満の TPC バージョンを使用する場合は、 データ形式を STD 以外に設定する必要があります。
*1 R-CM + M-FH モジュールで Ver1.2 未満の TPC バージョンを使用する場合は、 データ形式を R-FH に設定する必要があります。

*3 TPCver1.20 以降および TPC2 でのみ使用できます。
*4 TPC / TPC2ver1.30 以降で使用できます。

寸法図及び仕様表Dimensions and Specifications

Promotional videos are available on YouTube. Visit Tohnichi TV!

● The appearance and specifications are subject to change for improvement without prior notice. 
● All right reserved. No reproduction or republication without written permission. 
● ©Tohnichi Mfg. Co., Ltd. All Rights Reserved.

https://www.youtube.com/c/TohnichiTV TOHNICHI MFG CO., LTD.
URL     http://www.global-tohnichi.com
E-mail  overseas@tohnichi.co.jp
N.V. TOHNICHI EUROPE S.A.
E-mail  europe@tohnichi.com
TOHNICHI AMERICA CORP.
URL      http://www.tohnichi.com
E-mail  inquiry@tohnichi.com
TOHNICHI SHANGHAI MFG. CO., LTD.
URL      http://www.tohnichi-sh.com
E-mail  sales@tohnichi-sh.com

TPC/TPC2

Dimensions and Specifications

Optional accessory
AC adapter

BA-8W AC100V-240V

Coin type battery CR2032 is build in for time maintenance.
For using a custom made protocol with this device, consult to Tohnichi in advance.
Supports for setting up of a custom made protocol is chargeable.

Model

Bluetooth is registered trademark of Bluetooth SIG Inc.
Need a market Bluetooth　 to RS232C conversion receiver for direct connection with CEM3-BTA and PTA-G-BT.

Model

Input/Output

TPC applicable protocols

TPC2 applicable protocols

Available Tohnichi models

Power source

Body materials

Display

Operating temperature

TPC / TPC2

LAN x 1, RS232C x 2 

Atlas copco ACOP serial, ACOP socket, STANLEY, A vacant for custom made 

Atlas copco ACOP serial, ACOP socket, ToolsNet, A vacant for custom made

Receiver: R-CM+M-FH*1/M-FD*2/M-BLA*2/M-BLE*2, R-BT, R-FH256, R-FHD256

Torque tool: CEM3-BTA*3   PTA-G-BT*4                Display: CD5

DC24V (18V - 36V), AC100V - 240V with external AC adapter

Body: Aluminum      Panel : Resin

Power status LED x 1, Communication status LED x 1

0 to 40 C

*2 In case using TPC version less than 1.2 with R-CM+M-FD, M-BLA or M-BLE module, should be set at any other than STD for the data format.
*1 In case using TPC version less than 1.2 with R-CM+M-FH module, should be set at R-FH for the data format.

*3 Available to TPC ver 1.20 or more and TPC2 only.
*4 Available to TPC/TPC2 ver 1.30 or more.
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https://www.tohnichi.co.jp/accessories/4#157



